Memory Lab

Reel to Reel Instructions
Step 1:
The Reel to Reel Audio Tape player allows easy digital
conversion of 1/4 inch reel to reel tape. The player is only
compatible with 4 track 1/4 inch tape, recorded in either
3.75 IPS or 7.5 IPS formats. It is also compatible with surround sound 4 track recordings.
To start, remove the clear uptake reel from the right side
of the player. The reel can be removed by twisting the
locking nut at the center shaft until the wings align with
the slots of the reel.
Gently thread the starting segment of tape from the reel
to be played into the uptake reel, ensuring that the inside
surface of the tape will face upward on the player.
Step 2:
Install the uptake reel on the right side and the reel to be
played on the left side of the player. Be sure to engage
the reel locking nuts on both reels. Drape extra tape to be
threaded through the player components below the reels.
When threading the tape, it will need to go under the box
that has the “Surround Stereo” label. This box contains
the playhead of the player.
Step 3:
Thread the tape through the guide posts as shown. It is
important that the inside surface of the tape is continually
facing upward from reel to reel.
Once threaded, power on the player via the power switch
on the right side. Adjust the settings to match the format
of the tape and begin playing by turning the play switch.
When finished, if it is a standard tape, disengage the tape
and flip the reels to play the other side. Otherwise, use
rewind to reload the tape on the original reel.

Step 4:
The Tascam Audio Recorder will record the audio feed
from the reel to reel player onto a USB thumb drive. Start
by inserting a USB thumb drive into the USB port near
the power button on the bottom left side. Then press the
power button.
Step 5:
Select “Line In” by pressing the source button which is
located right of the Rec Level knob.

Step 6:
Press the USB Record button which is just right of the
Source button. It will take about 10 seconds to prepare
to record. During this time, adjust the Rec Level knob to
ensure the volume is adequate.

Step 7:
Press the USB Record button a second time to begin
recording. The recorder will indicate it is recording from
Line In with a time counter.

Step 8:
The recorder can split the resulting MP3 files for each track
of audio. To do so, press the USB Record button during
recording. It will take about ten seconds before splitting
the file.

Step 9:
When finished recording, press the stop button to the
right of the USB thumb drive. Turn off the recorder before removing the drive.

